
AIR MONITORING FIELD DATA SHEET 
CENTURY MODEL 128 ORGANIC VAPOR ANALYZER 

(FLAME IONIZATION DETECTOR) 

INCIDENT NAME: frlVWr -giTg 

INCIDENT LOCATION: IDQJl OSlQESjO STgggT 

JIIICX 

DATE AND TIME OF INITIAL ARRIVAL: QQ, j MOO ll CS 

WEATHER CONDITIONS: Temperature Pressure 
Wind Speed Wind Direction Humidity . 
General Weather Conditions Sii  VI H.t-| & OJLor? K~ . 

OVA CALIBRATION DATA: EPA ID if Mode • 
Date Calibrated By Factory 

Are there any potential interferences (ie. high winds, electrical 
wires, chemical interferences, 2-way radios, pressure drop, etc.) 
Comments : Results are report as part per million methane 

equivalent. 

BACKGROUND LOCATION: ~\̂ 2J?Grr\ 

Time: U". PQ Reading: 3. 0 ppin Comments: -

SAMPLING LOCATION: iMatVi S u m p  / I f l A  YHf (n CtKcfAcW 
/ Q^obaMJLju dUU- to "v 

Time: Reading: fc.Q — L Sppn£omments : (Jjra uu e* iltpnwnf -eJKlnaiiJt) 

SAMPLING LOCATION: i  erfrf-  v _  
X>(Oppm ĴLjojt ur^jLre OHM 

Time: Reading : 3»5 (OV m Comments: LLStri S>'I t QJMn OJI 4-d 
<9r\ 'uxtndo-uJ-sj) 

SAMPLING LOCATION: Thoki OjTfQ^ ; 

rTime: Reading: 0 Comments: 

SAMLING LOCATION: —/Ws a; 3,^ , )°\, i», 

Time : ' Reading: "L.O^omme n t s : 

SAMPLING LOCATION: 

Time: Reading: Comments: 

M-7 

439464 




